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1. Introduction

This document describes the software driver installation / Un-installation procedure for MosChip
MCS9865 PCI to Serial / Parallel Device

2. Obtaining Driver

MCS9865 software drivers can be downloadable from  www.moschip.com. Contact

techsupport@moschip.com for details

3. Driver Installation

A\ttention: If you are installing MCS9865 Drivers on Vista 64 Bit, restart the system and while booting

press “F8” Select “Disable Driver Signature Enforcement” option and press enter. This procedure is
required for in-stalling un-singed drivers (Drivers not certified by Microsoft) only. Same is not applicable

when the drivers are signed by Microsoft.
Ignore above note if you are installing MCS9865 drivers on Vista 32 bit.

Installing drivers for the first time
Make sure that you have not inserted PCI card into PCI slot.
e Run “PClsetup.exe” file from the driver disk folder.

e PCISetup window will be popped up as shown below

g Prezz "Install' buttan ta [nztall the drives for PCI Mult-lo

Controller Adapterl Device. For Cancelling the Installation press
“Exit" buttan,

E xit
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e Click on “Install” button to install the drivers automatically. During the installation “Windows

security” wizard will appear twice saying that Windows can't verify the publisher.

- el Windows Security

@ Windows can't verify the publisher of this driver software

= Don't install this driver software

You should check your manufacturer's website for updated driver software
for your device,

=* Install this driver software anyway
Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal
information.

-v See details

e Select “Install this driver software anyway” to install the drivers.

PCI Setup

Inztallation completed. Presz "Exit” to terminate the application.
Mo nieed to restart the machine,
F—a

=

e Click on “Exit” and shutdown the PC. Place the MCS9865 based PCI card into PCI slot and then
power on the system. After the system boots, the drivers are installed automatically and the

status of installation can be viewed in the taskbar.

{ ‘M Installing device driver software ™

Click here for status,

Ww P CHAY 227PM
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[ [l 3. Your devices are ready to use

F# Device driver seftware installed successfully.

e To check the installed driver’s status, click on the popup.

Your devices are ready to use

The software for this device has been successfully installed,

High-5peed PCI Serial Port (COMT)
High-5peed PCI Serial Port (COME)
PCIECP Parallel Port (LPT3)

Ready to use
Ready to use
Ready to use

Ver 0.2 Preliminary
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4. Verifying Driver Installation

MCS9865 device detection and driver installation can be confirmed from Device Manager. For Example
proper detection of the MCS9865 PCI Card (2 Serial + 1 Parallel) can be confirmed by viewing the Device
manager as shown below:

- —
= ComEuteI Managemﬁ i

File  Action Yiew Help

e« >BEIHE &

‘Q Computer Management (Locall | 54 MOSCHIP-PC Actions
4 E’é System Tools -1& Computer Device Manager -
. [ @ Task Scheduler -y Disk drives
i+ [ Event Viewer - B, Display adapters MoreiActians ,
I g Shared Folders E’ﬁ DVD/CD-ROM drives
i+ & Local Users and Groups -4 Floppy disk drives
> @ Reliability and Performz \:& Floppy drive controllers
i Device Manager (- [DE ATA/ATAPI controllers
4 |5 Storage uf Infrared devices
= Disk Management -2 Keyboards
3 ::'»g Services and Applications ﬂ Mice and other pointing devices

- Bl Monitors
B Network adapters
-l Portable Devices

EEEY

? Communications Port (COML)

=" ECP Printer Port (LPTL)

'? High-Speed PCI Serial Port (COMT)
? High-Speed PCI Serial Port (COME)
' PCTECP Parallel Port (LPT3)

-1} Processors

- Sound, video and game controllers
c— Storage controllers

[il-4Ml System devices

I a Universal Serial Bus controllers
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5. Serial Port Properties Sheet
In the Device Manager Right Click on required Port and then click on “Properties” Option to open the

Properties page of the serial port.

= ‘? Ports (COM & LPT)

D m Processors

% Sound, video and game controllers
El(} Storage controllers

E'i‘!‘ System devices

H- i Universal Serial Bus controllers

General Tab

T? High-Speed PCI Senial Port (COMT)

E 'F Communications Port (COML)
3 ECP Printer Port (LPT1)

MCS9865

Vista 32/64bit Driver User Manual

1 - - Update Driver Software...
"Z" High-Speed PCI Serial Port (COME) ;
7 PCIECP Parallel Port (LPT3) Dele
Uninstall

Properties

Scan for hardware changes

The “General” Tab provides you details about “Device Type”, “Manufacturer” and “Device Status”.

Ver 0.2

High-Speed PCI Senial Port (COMT) Properties

18 [ |

General | Port Settings ! Advanced I Driver I Details | F{esources|

i High-5peed PCI Serial Port (COMT)

e
Device type: Ports (COM & LPT)
Manufacturer: MosChip Semiconductor Technology Ltd
Location: PClbus 3, device 2, function 0
Device status

[This device is working propery.

] [ Cancel

Preliminary
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Port Settings Tab

The “Port Settings” TAB is used to configure parameters of the Serial Port.

High-Speed PCI Serial Port (COM?) Properties (-8 3]
[ General | Port Settings |Mvanced I Driver | Details | Resources |

Bits per second: [EL200

Data bits: |3 |
Party: |None |

Stop bits: |1 |
How cortrol: [None =

Change Port Number] Restore Defaults 1

[ ok || Cancel

Bits per Second selection is used to set the default Baud rate settings.

Data bits selection will have options 4,5,6,7 and 8 data bits.

Parity selection will have Even, Odd, None, Mark and Space parity settings.

Stop bits selection will have 1, 1.5 and 2 selections.

Flow Control selection will have Xon/Xoff, Hardware and None settings.

If you want to change the Port Number click on “Change Port Number” and select the required Port

Number as shown below:

Advanced Settings for COM1

K
Cancel

COM Port Mumber: COMT - Defaults

Ele e
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Driver Tab

High-Speed PCl Serial Port (COMY) Properties

| General | Port Settings | Advanced | Driver |Datails I Hmurces|

High-Speed PCI Serial Port {COMT)

Driver Provider: MosChip Semiconductor Technology Ltd
Driver Date: 4/3/2008

Driver Version: 1004

Digtal Signer: Not digitally signed

Driver Details To view details about the driver files.

Update Driver... To update the driver software for this device.

[ T ff the device fails after updating the driver, rol
| S ek Bivee back to the praviousty installed driver.

Disables the selected device.

To uningtall the driver (Advanced).

The Driver Tab shows the details of Driver Provider, Driver Release Date, Driver version is installed on
your PC and Digital Signer details as shown above.
Resource Tab

High-Speed PCI Serial Port (COM7) Properties

| General | Port Settings | Advanced | Driver | Details | Resources

High-Speed PCI Serial Port {COMT)

Resource settings:

Resource type Setting

W10 Range  E480-E487

8 Memory Range  FEEFBOOO - FEBFBFFF
W Memory Range  FEBFADDD - FEBFAFFF

Sething baszed on

| Use automatic settings Change Setting...

Corflicting device list:
Mo conflicts.
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The Resource Tab gives the details of IRQ, 10 Ranges and Memory ranges that are assigned to a
particular Serial Port.

Advanced Tab allows the user to configure Serial Port Features and Mode changes as explained below.

| High-Speed PCT Serial Port (COMT) Properties ]
General I Port Settings | Advanced | Diriver I Distails I Hesowcesl

= HE2Es
€ RS 422

i~ RS 485 IHai‘f Duplex YI

I Auto Hardware Flow Control

DMA Settings | Adv Baudrates

Restore Defaults |

[ ok ][ GCanesl ]

6. Serial Port Features and Mode Changes
By default every serial Port will be in RS 232 Mode. Serial port can also be set to RS 422 or RS 485
Mode. Select the appropriate Radio button as shown below:
Selecting RS 422 Mode
Select the RS 422 Radio button to select the RS 422 Mode.
[ High-Speed PCI Serial Port (COMT) Propertics.

| General I Paort Se.ﬂings| Advanced | Diriver I Dietails I Resol.u'cesl

¢ RS 232
= HEEIE

i RS 485 !Hai‘f Duplesx Yi

I Auto Hardware Flow Control

DMA, Settings . . . | Adv Baudrates . . .

Restore Defaults |
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Selecting RS 485 Mode
After selecting RS 485 Radio button you will have different Mode settings like Full Duplex, Half Duplex

and Half Duplex Echo. You can select as per your requirement.

g 1 1 cperties. |
Gieneral I Port Settings | Adwanced | Diriver I Dietails I Fle_-;nun':esl

" RS 232
" RS 422

* RS 485 lHaI‘F Duplex 'l

_|Half Duplex |
Half Duplesx Echo
I Auto Hardware Flow ol

DMA, Settings . . . | Adwv Baudrates . . .

Restore Defaults |

[ ok ][ canca | M

Selecting Hardware Flow Control
To enable Hardware flow control, select the “Auto Hardware Flow Control”. This enables RTS / CTS
Hardware Flow control for the selected serial port. This setting is applicable only for RS 232 Mode only.

H:h -Speed PCI Serial Port (COM?7 E =rties !
General I Port Settings | Advanced |Dn\rer I Details I Fle.soun::esl

~ REZZ

" RS 422

i RS 485 IHai'f Duplesx "l

I~ Auto Hardware Flow Control

DMA, Settings . . . Adv Baudrates . . .

Restore Defaults |

[ ok ][ cance |
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Configuring Advanced Baud rates
To Configure Advanced Baud rates click on “Adv Baudrates” button.
'A,dvancedfCustom Baudrates [ﬁ

{* Use Standard Baudrates
" Use Custom Baudrate

Calculated Baudrate :

oK Cancel ‘ Defavits ‘

By default “Use Standard Baudrates” option is enabled.
To configure custom Baud rate select “Use Custom Baudrate”.
Note: When “Use Custom Baudrate” is selected, Serial Port baudrate is independent of the value set in

the Application

Advanced/Custom Baudrates &J

(" Use Standard Baudrates

Custom Baud Selection

[~ Use Bemal Clcok

Input Clock ( Intemal )
DLL Value : D1 v

DLM Value : D0 -
[~ Sampling Clocks / Bit : |15 - 1
Calculated Baudrate : J 115200

QK | Cancel ‘ Defaults ]

Ver 0.2 Preliminary Page 11 15" April 2008
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When an external clock option is selected then the value of the external clock must be entered in the text
box provided against “Use External Clock column”.

Advanced/Custom Baudrates &J

(" Use Standard Baudrates

{* |se Custom Baudrate

Custom Baud Selection

¥ iUse Extemal Cleok:

Hz

ez o]
DLL Value : D1 -
DLM Value 00 -

[ Sampling Clocks / Bit - [15 v 1
Calculated Baudrate 921600

OK | Cancel ‘ Diefaults ]

Custom baud rates can be obtained by selecting required Input clock, DLL DLM and sampling clock
Values. The calculated baud rate will be shown in the Text Box provided for it.

To calculate the custom bauds please refer Custom Baud Application Note or contact
techsupport@moschip.com.

Ver 0.2 Preliminary Page 12 15" April 2008
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7. Direct Memory Access (DMA)

Selecting DMA mode.

For Selecting DMA Mode click on DMA Settings on Advanced TAB as shown below:

Dma / Other Settings

[T Sample StartBit: |4 - et 4096
[~ Sample DataBit: |4 : 1 [ RxDMAEnable : |[4096

[™ Enable ICG :

[~ Enable %-Eit Mods

oK | Cancel Defaults

->To enable DMA Mode selects “TX DMA Enable” and “Rx DMA Enable” check box options.

- Suitable value for Inter Character Gap (ICG) has to be set for special application like RAID controller

devices.

->To enable 9bit Mode support, Select “Enable 9-Bit Mode”.

Ver 0.2
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8. Parallel Port Features and Mode Changes

Parallel Port Features

Parallel port will support SPP / CBFIFO / EPP / ECP modes. Parallel port mode will be automatically
configured to the required mode after handshaking with the connected device.

PCI ECP Parallel Port (LPT2) Properties [ [ S|

" Use any intemupt assigned to the port

I~ Enable legacy Plug and Flay detection

LPT Port Mumber: LPT3 V]

[ ok ][ cancal |

9. Uninstalling Drivers
Using Uninstall Utility:
To Uninstall MCS9865 drivers, run “MOSCHIP_PClUninst.exe” available in the driver disk. PCI Multi-1/O

Drivers Uninstall window will be displayed as shown below. Click on OK button.

¥ PCT Multi-I/O Drivers Uninstall [

This program would uninstall the Multi-l0 drivers
inztalled on this spstem.

k.

Click on Exit button to complete un-installation process. No need to restart the PC, unless prompted by
the OS.
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From Add/Remove Programs
The MCS9865 drivers can also be un-installed/removed from PC through Control Panel > Add/Remove

Programs. In Add/Remove programs, select “PCI Multi I/O Controller” and click on Remove button.

From Device Manager

The MCS9865 drivers can be un-installed through device manager. In Device Manager, under Ports
(COM & LPT) category, select the “High-Speed PCI Serial Port (COM X)”, right click on it and selects
“Uninstall”. OS will prompt for confirm device removal, click on “OK” to uninstall the drivers. In this method

each and every port has to be uninstalled separately.

10. Technical Support

For queries and support contact techsupport@moschip.com.

Revision History

Date Reason for change Version
12™ April 2008 | First cut document 0.1
15" April 2008 Document update per internal review 0.2
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IMPORTANT NOTICE

MosChip Semiconductor Technology, LTD products are not authorized for use as critical components in
life support devices or systems. Life support devices are applications that may involve potential risks of
death, personal injury or severe property or environmental damages. These critical components are
semiconductor products whose failure to perform can be reasonably expected to cause the failure of the
life support systems or device, or to adversely impact its effectiveness or safety. The use of MosChip
Semiconductor Technology LTD’s products in such devices or systems is done so fully at the customer
risk and liability.

As in all designs and applications it is recommended that the customer apply sufficient safeguards and
guard bands in both the design and operating parameters. MosChip Semiconductor Technology LTD
assumes No liability for customer’s applications assistance or for any customer’s product design(s) that
use MosChip Semiconductor Technology, LTD’s products.

MosChip Semiconductor Technology, LTD warrants the performance of its products to the current
specifications in effect at the time of sale per MosChip Semiconductor Technology, LTD standard limited
warranty. MosChip Semiconductor Technology, LTD imposes testing and quality control processes that it
deems necessary to support this warranty. The customer should be aware that not all parameters are
100% tested for each device. Sufficient testing is done to ensure product reliability in accordance with

MosChip Semiconductor Technology LTD’s warranty.

MosChip Semiconductor Technology, LTD believes the information in this document to be accurate and
reliable but assumes No responsibility for any errors or omissions that may have occurred in its
generation or printing. The information contained herein is subject to change without notice and no
responsibility is assumed by MosChip Semiconductor Technology, LTD to update or keep current the
information contained in this document, nor for its use or for infringement of patent or other rights of third
parties. MosChip Semiconductor Technology, LTD does not warrant or represent that any license, either
expressed or implied, is granted to the user.

Copyright © 2008 MosChip Semiconductor All Rights Reserved.
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