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This document explains the user about the MCS7820 / MCS7840 driver installation
procedure on Macintosh OS and also the usage of Zterm application.

Copy the driver disk from our website at www.moschip.com
The driver disk is a zip folder as shown below.
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Double click the zipped driver to extract the driver package. The package will look as
shown below.


http://www.moschip.com/

Y MOXCFiP

SEMICONDUCTOR MCS7840 Installation Guide On MAC
o o
-‘B”OB | Release1.0.0.5
B« > 55= mj| -] C

| @ Network
ﬁ Mac OS X_10.4.7
l é Mac 05 X_1_2

{| TmT root

, ;"/&& Applications

303
)
2
8
I

I~ ‘

MCS7840InstallDisk10.4.zi MCS7R40InstallDisk 10.4

p

To install the driver, double click on “MCS7840InstallDisk10.4” package.
This will pop up the introduction pane which will guide you through the steps required
for installing the software. Click on “Continue” button to proceed further.
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Welcome to the MCS7840InstallDisk10.4 Installer

o

Welcome to the Mac OS X Installation Program. You will be
guided through the steps necessary to install this software.

~ Go Back | Continue |
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Select the destination volume where you want to install the MCS7840 software and click

on “Continue” to proceed further.

Relala) w Install MCS7840InstallDisk10.4

Select a Destination

Select a destination volume to install the
& Introduction MCS57840InstallDisk10.4 software.
& Select Destinat
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® Finish Up / Mac OS X_10.4.7 Mac 0S X_1_2
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You have chosen to install this software on the volume "Mac 05
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( Go Back ) { Continue |

The OS prompts the user stating that the PC requires restarting when the installation is
done. Select the option “Continue installation™.

& Install MCS7840InstallDisk10.4

Installing this software requires you to

restart your computer when the |
installation is done. Are you sure you want

to install the software now?
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Click on “Restart” to finish installing the software of MCS7840.




Y MOXCFiP

SEMICONDUCTOR MCS7840 Installation Guide On MAC
0 O
‘806 & Install MCS7840InstallDisk10.4 |
@ Introduction \
& Select Destinatio
e |I15ta||atiﬂlt:T'r '
& Install _-‘3-'
3 Fr
® Finishup
Click Restart to finish installing the software.
: ..I|1'|""|'““i'||:'.
:I” |"”.|_.“. ¥ l'.. B
0 1

]

We can confirm the driver installation by typing the command “kextstat” in the terminal
window.

' eo0e Terminal — sh — 80x24

Lozt login: Wed Feb 25 88:84:15 on console 5
Welcome to Darwin!
noschips—computer i~ rootd kextstutl
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Procedure to Un-install the MCS78XX drivers:

Following procedure has to be followed when you need to remove the existing drivers of
MCS78XX on MAC OS.

1) Go to the option "Finder". This option is available on the taskbar of the MAC PC as shown
below.

In the “Finder” window, select the disk 10.4 and go to “Library - Receipts” option.
Here select the packages “MCS7840Driver.pkg” and “SpectrumUtility.pkg” and
delete them.

The exact path can be viewed in the screen shot below.
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2) In 10.4 disk, go to “System > Extensions” and select “Spectrum.kext” and delete it.
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3) Go to “root” directory and select “Library = Preference Panes”, delete the entry

“SpectrumuUtility.prePane”
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. It is shown in the screen shot below.
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How to use ZTerm on MAC

This document explains the basic steps required to use ZTerm application on MAC OS.

The ZTerm application can be downloaded from the internet.

The ZTerm version currently being used is 1.1b7, which can be downloaded from the
below link:

http://homepage.mac.com/dalverson/zterm/ZTerm1.1b7.0SX.dmg
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Before using the ZTerm application, install the MCS78XX drivers and connect the device
to the USB port.

The downloaded software will look as shown in the above screen shot marked in red box.
Double click on the “ZTerm1.1b7.0SX.dmg” to display its contents. You can view the
contents as shown in the below screen shot.


http://homepage.mac.com/dalverson/zterm/ZTerm1.1b7.OSX.dmg
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Copy the ZTerm application to the desktop of your PC and double click on it.
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Go to “Settings” option and select “Modem Preferences”
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Select the COM port of MCS78XX from the Serial Port dropdown list. Follow the same
procedure to open multiple applications.
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Please make sure that you select the common protocol for data transfer. It should be
ZModem protocol for both send side and the receive side.
Go to “Settings” option and then select “Transfer Options”
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As shown below the default protocols should be “ZModem” for both send and receive.
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To receive a file, select the ZTerm application window from where you need to receive a
file and use the shortcut key “Apple button + R”. This will open ZTerm receive window
as shown below.
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Select the destination location where you wish to receive the file and click on the option
“Choose”. This will open the Zmodem receive window as shown below.
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To send a file, select the ZTerm application window from where you need to send a file
and use the shortcut key “Apple button + S. This will open ZTerm send window as
shown below. Select the file you need to send and select the option “Open”.
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The send window is shown below.
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To change the baud rate and other settings such as data bits and parity, click on the status
bar of the ZTerm application and select the required settings. The following screen shots
show the same.
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@ ZTerm File Edit Dial Settings Macros Misc
mMmMe e Local

For any further clarifications, please mark your queries to techsupport@moschip.com



mailto:techsupport@moschip.com

